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End View

Dimensions and Performance Data of 5-D Couplings

Schmidt 5-D Couplings - L500 Series
Schmidt 5-D Couplings were developed to fill a gap in the family of
torque-rigid couplings. Most couplings in the Schmidt Coupling line are
designed to accommodate either axial, angular, or parallel shaft
displacements only. For some applications, however, the operational
conditions require all possible shaft misalignments. If these shaft
misalignments exceed the limit of the selected coupling capacity, excess
sideloads are introduced into the equipment which can cause vibrations,
life reduction or failure of vital machine components such as bearings,
motors, etc.

The 5-D Couplings are a modification of the Schmidt Inline Coupling,
designed to accommodate 5 degrees of angular shaft misalignment. This
coupling allows easy adjustment to any possible misaligned shaft position
without imposing heavy sideloads on shafts, bearings or other machine
equipment. Schmidt 5-D Couplings offer large shaft misalignment
capabilities and constant angular velocity. The acting forces within the
coupling can be precisely calculated, assuring a sound coupling design
which is especially important for heavy-duty applications. To select a 5-D
Coupling, follow the same procedure as the Inline on the preceding page.

SCHMIDT L500 SERIES 5-D COUPLINGS

Side View

Coupling Designation*
L5xxS Series*

L536S** L558S** L564S L585S L582S L511S L514S L517S L519S L526S
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HP/100 rpm 4.44 9.52 20.3 31.4 46.5 71.8 136 211 373 793

Torque (In - Lb) 2,800 6,000 12,800 19,800 29,300 45,300 86,000 133,000 235,000 500,000

Displacement
Parallel (In) 3/16 3/16 1/4 1/4 3/8 3/8 7/16 7/16 1 1-1/2

Angular (°) ±5 ±5 ±5 ±5 ±5 ±5 ±5 ±5 ±5 ±5
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Disc Diameter D 3.38 5.63 6.25 8.38 8.00 10.75 13.25 16.38 19.25 25.13

Swing Diameter SD 3.60 5.82 6.36 8.55 8.21 11.03 13.52 16.52 19.88 26.28

Coupling Length B 4.18 4.18 5.38 5.38 7.23 7.23 8.70 12.75 13.75 15.00

Center Bore Dia Z 1.375 3.25 3.25 2.44 3.50 4.38 7.00 6.75 7.25 10.00

Bolt Circle G 2.75 4.38 4.38 4.63 6.63 6.50 10.00 13.50 16.88 21.75

No. of Bolts and
Size M

6
5/16"-18

6
5/16"-18

6
5/16"-18

6
7/16"-14

5
5/8"-11

6
5/8"-11

6
3/4"-10

12
3/4"-10

12
7/8"-9

12
1"-8

Net Weight (Lb) 6 10 21 38 52 86 139 345 577 1,205

Inertia Wk2 (Lb-In2) 7 26 77 281 331 1,050 2,290 8,615 22,000 70,350

*Other sizes available for special applications.
**Sealed bearings not available
Note: Data applies to shaft speeds under 1,000 RPM. For higher RPM, please consult factory
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• Standard Hub Data For Schmidt Couplings
• Typical shaft/hub configurations determined by amount of axial shaft separation.

BORE C A

B

E

G

SCHMIDT HUBS FOR 200 – 500 SERIES COUPLINGS

Inverted-standard
configuration

Standard
configuration

Inverted
configuration

Used on Coupling
Hub

Part No.

Hub Dimensions (Inch)
Wt.

(Lbs)L200 L300 A B C E
Max

Bore†
G

Number & Size
of Fasteners

α β

L230C S6025XX 2.812 1.000 1.750 0.500 1.125 2.188 (6) #8-32 x 3/4 40° 80° 1.2

L234C
L350C
L355C
L360C

S6027XX 3.375 1.250 2.000 0.687 1.250 2.750 (6) 5/16-18 x 1 40° 80° 2.2

L239C S6030XX 3.938 1.500 2.250 0.687 1.500 3.000 (4) 5/16-18 x 1 90° 90° 3.2

L246C S6031XX 4.625 1.750 3.000 0.687 2.000 3.750 (5) 5/16-18 x 1 72° 72° 5.3

L253C S6032XX 5.250 1.875 3.625 0.687 2.500 4.375 (6) 5/16-18 x 1 60° 60° 7.6

L259C L375C
L385C S6033XX 5.938 2.125 3.750 0.750 2.500 4.625 (6) 7/16-14 x 1-3/4 40° 80° 10.1

L270C S6035XX 7.000 2.500 4.375 1.000 3.000 5.625 (4) 5/8-11 x 2 90° 90° 17.2

L280C S6039XX 8.000 2.875 5.375 1.000 3.750 6.625 (5) 5/8-11 x 2 72° 72° 26.1

L290C S6042XX 9.000 3.375 6.375 1.000 4.500 7.625 (6) 5/8-11 x 2 60° 60° 39.5

L281C L375C
L385C S6038XX 8.000 3.250 5.250 1.000 3.500 6.500 (6) 5/8-11 x 2 40° 80° 28.0

L289C S6040XX 8.900 3.500 6.000 1.250 4.125 7.375 (4) 3/4-10 x 2-1/4 90° 90° 39.8

L210C S6043XX 10.000 4.000 7.125 1.250 5.250 8.500 (5) 3/4-10 x 2-1/4 72° 72° 58.6

L211C S6044XX 11.600 4.500 8.625 1.250 6.375 10.000 (6) 3/4-10 x 2-1/4 60° 60° 90.4

L214C

Contact FactoryL217C

L220C

†Please specify bore and keyway size.

Standard Hub Data for Inline and 5-D Couplings (Inch)

Used on
Coupling

Hub
Part No.

A B C E
Max

Bore†
G

Number & Size
of Fasteners

α β Hub Wts.
Net Lbs.

L431C/D
L442C/D

S6026XX 3.000 1.250 3.000 1.250 1.500 2.412 (3) 1/4-20 x 1 120° 120° 2.5

L436C/D
L448C/D*

S6029XX 3.613 1.750 2.500 0.687 1.750 3.000 (6) 1/4-20 x 1-1/4 60° 60° 3.4

L463C/D
L485C/D*

S6034XX 6.250 3.000 3.937 1.000 2.625 5.000 (6) 1/2-13 x 2 60° 60° 15.5

L481C/D
L411C/D*

S6037XX 8.125 4.000 5.437 1.250 3.500 7.000 (8) 5/8-11 x 2-1/4 45° 45° 36.4

L536S S6027XX 3.375 1.250 2.000 0.687 1.250 2.750 (6) 5/16-18 x 1 40° 80° 2.2

L558S
L564S

S6032XX 5.250 1.875 3.625 0.687 2.500 4.375 (6) 5/16-18 x 1 60° 60° 7.6

L585S S6033XX 5.938 2.125 3.750 0.750 2.500 4.625 (6) 7/16-14 x 1-3/4 40° 80° 10.1

L582S S6039XX 8.000 2.875 5.375 1.000 3.750 6.625 (5) 5/8-11 x 2 72° 72° 26.1

L511S S6038XX 8.000 3.250 5.250 1.000 3.500 6.500 (6) 5/8-11 x 2 40° 80° 28.0

L514S S6044XX 11.600 4.500 8.625 1.250 6.375 10.000 (6) 3/4-10 x 2-1/4 60° 60° 90.4

†Please specify bore and keyway size.
*Only these sizes will accept an inverted hub configuration to reduce axial length.
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Selection Formula

(HP/100 RPM) = (Required HP)x (Service Factor)x 100

Selection Formula Example

Required HP = 100 at 1750 RPM and 1.5 Service Factor

(HP/100 RPM) = 100 x 1.5 x 100 = 8.57

SCHMIDT COUPLINGS REFERENCE DATA

How To Select An Inline or 5-D Coupling
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Angular Velocity (RPM) For Inline And 5-D Couplings
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The graph shows the InLine /5D coupling's reaction to parallel
misalignment. Machinery sensitive to sideload forces generated
by the coupling may require closer shaft alignment. Machinery
not sensitive to sideload forces may allow for more misalignment
than shown in the dimension and performance data tables.

Look for a coupling size which as a HP/100 RPM rating
equal or greater than the required 8.57. For this example
the coupling size L463C with a HP/100 RPM rating of
19.04 can be selected. If the backlash requirement is not
critical the coupling L463D, which does not require any
further lubrication, can be chosen.

RPM

The service factors listed are intended only as a general guide.
For typical service factors used in various applications, refer to
“AGMA Standard-Lc classification and Service Factors For
Flexible Couplings” (AGMA 514.02).

Bore Tolerances

Standard Keyways - Inch Bore Hubs

Standard Keyways - Metric Bore Hubs

Note: Inch bore hubs will be supplied with inch size setscrews.
Metric bore hubs will be supplied with metric size setscrews.
Standard keyways are for square keys. Keyways for rectangular
keys are available - consult factory.

Bore Size Keyway Bore Size Keyway

Over To Over To

0.437 0.562 0.125x0.062 2.250 2.750 0.625x0.312

0.562 0.875 0.187x0.094 2.750 3.250 0.750x0.375

0.875 1.250 0.250x0.125 3.250 3.750 0.875x0.437

1.250 1.375 0.312x0.156 3.750 4.500 1.000x0.500

1.375 1.750 0.375x0.187 4.500 5.500 1.250x0.625

1.750 2.250 0.500x0.250 5.500 6.500 1.500x0.750

Bore Size Keyway Bore Size Keyway

Over To Over To

10 12 4x1.8 58 65 18x4.4

12 17 5x2.3 65 75 20x4.9

17 22 6x2.8 75 85 22x5.4

22 30 8x3.3 85 95 25x5.4

30 38 10x3.3 95 110 28x6.4

38 44 12x3.3 110 130 32x7.4

44 50 14x3.8 130 150 36x8.4

50 58 16x4.3 150 170 40x9.4

Uniform 1.0

Light Shock 1.5

Medium Shock 2.0

Heavy Shock 2.5

Service Factor Guide

Nominal Bore Tolerance

Shaft Diameter Class 1 Interference

Over To Clearance Fit Fit

0.437 1.500 -0.000 +0.001 -0.001 -0.0005

1.500 2.000 -0.000 +0.001 -0.002 -0.001

2.000 3.000 -0.000 +0.0015 -0.002 -0.001

3.000 4.000 -0.000 +0.0015 -0.003 -0.0015

4.000 5.000 -0.000 +0.002 -0.0035 -0.002

5.000 6.000 -0.000 +0.002 -0.004 -0.0025

Based on nominal shaft diameter (AGMA Standard 511.02)
Clearance Fit Standard. Metric hub bores will be supplied with
H7 clearance fit as standard. S7 interference fit available.

Zero-Max Configurable 3D CAD Downloads

New Zero-Max Configurable
3D CAD Downloads.
www.zero-max.com/3D 3D

CONFIGURABLE
DOWNLOADS



Warranty. Zero-Max, Inc. the manufacturer, warrants that for a period of 12 months from date of shipment it will repair, or at its option, replace any new apparatus which proves defective in material or workmanship, or
which does not conform to applicable drawings and specifications approved by the manufacturer. All repairs and replacements shall be F.O.B. factory. All claims must be made in writing to the manufacturer. • In no event
and under no circumstances shall manufacturer be liable for (a) damages in shipment; (b) failures or damages due to misuse, abuse, improper installation or abnormal conditions of temperature, dirt, water or corrosives; (c)
failures due to operation, intentional or otherwise, above rated capacities, and (d) non-authorized expenses for removal, inspection, transportation, repair or rework. Nor shall manufacturer ever be liable for consequential
and incidental damages, or in any amount greater than the purchase price of the apparatus. • Zero Max, Inc. reserves the right to discontinue models or to change specifications at any time without notice. No discontinuance
or change shall create any liability on the part of Zero-Max, Inc. in respect to its products in the hands of customers or products on order not incorporating such changes even though delivered after any such change. • This
warranty is in LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING (BUT NOT LIMITED TO) ANY IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. THE TERMS OF THIS
WARRANTY CONSTITUTE ALL BUYER’S OR USER’S SOLE AND EXCLUSIVE REMEDY, AND ARE IN LIEU OF ANY RIGHT TO RECOVER FOR NEGLIGENCE, BREACH OF WARRANTY, STRICT TORT LIABILITY OR UPON ANY OTHER THEORY.
Any legal proceedings arising out of the sale or use of this apparatus must be commenced within 18 months of the date of purchase. • CAUTION: Rotating equipment must be guarded. Also refer to OSHA specifications and
recommendations. • Zero-Max®, CD®, ETP®, ServoClass®, Torq-Tender®, Control-Flex®, Posi-Lok® and Roh'Lix® are registered trademarks of Zero-Max, Inc. In U.S.A. OHLA™ is a trademark of Zero-Max, Inc.
© Zero-Max 2008 Printed in U.S.A.

13200 Sixth Avenue North,
Plymouth, Minnesota 55441-5509

Phone: 800-533-1731 (763) 546-4300
Fax (763) 546-8260 www.zero-max.com

ServoClass® Couplings
www.zero-max.com/servo

CD® Couplings
www.zero-max.com/cd

Schmidt Offset Couplings
www.zero-max.com/offset

Torq-Tender®

www.zero-max.com/torqtender

Control-Flex® Couplings
www.zero-max.com/controlflex

ETP® Bushings
www.zero-max.com/etp

OHLA® Overhung Load
Adapters
www.zero-max.com/ohla

Zero-Max® Adjustable
Speed Drives
www.zero-max.com/drives

Crown Right Angle
Gear Drives
www.zero-max.com/crown

Roh’lix® Linear Actuators
www.zero-max.com/rohlix


